
select your patient scan admission ID

Medical Image Archiving and Reporting

Speed up your workflow with the DICOMized camera.

Product Information Sheet

IHE Workflow supported by DICOM Camera
Apply an integrated workflow that meets

your processes at best

take pictures

HIS/RIS PACS

patient worklist pictures

or



Medical Image Archiving and Reporting
The DICOMized Camera
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Global Administration

Updates and settings are
automatically distributed
via Wi-Fi to all devices.

Dermatoscope Adapter

DICOM Camera for use in
dermatology

About us

MESO is certified specialist for medical 
image-archiving, reporting and 
documentation since 1993.
Our product portfolio includes:

 ▪ SonoWin® A unique solution   
 for image-archiving and reporting. 
 Supports HL7, DICOM, BDT/GDT.

 ▪ IBox-Touch. DICOM gateway for  
 video signals from all medical  
 image sources like endoscopes.

 ▪ Galvanic isolation.  
 Network, video and USB isolators. 

 ▪ Wireless foot and hand  
 switches. Wirelessly control 
 medical devices, also in 
 operation room.

Specifications

Gain of time with the DICOM Camera

Selecting pictures and assigning
them to a patient

Taking ten pictures Copying pictures to the computer

Importing pictures into PACS

Abolish antiquated ways of working

Eliminate manual mapping of
pictures to patients!

Stop handling patients‘ confidental
data on storage cards.

16,3 MP-CMOS 20,3 MP-APS-C CMOSSensor

 ▪ 21x zoom lens F2.8-5.9  ▪ 3x zoom lens 18-55mm F3.5-5.6

 ▪ Macro lens 60 mm, F2.8

 ▪ Wide angle lens 16mm, F2.4

 ▪ Dermatoscope adapter

Lens

- Electronical viewfinderViewfinder

Built in Built in and accessory shoeFlash

132,5 x 71,15 x 19,3 mm 136,5 x 101,2 x 37,7 mm (Body)Dimensions

283,3 g 410 g (Body)
+ 204 g (3x zoom lens)Weight

4,8″ 1.280 x 720 (HD)Touchscreen

802.11 a/b/g/h, WPA2 Personal+EnterpriseWiFi

HL7, DICOM, GDTInterfaces

Updates and settings are automatically
distributed via Wi-Fi to all devices.

Administration

DICOM Camera Compact DICOM Camera Pro

31 2 min.

Traditional
camera

DICOM Camera


